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Aeroquip

2570-8

=\eroquip 2570 Other - Hose, Air Brake

Product Specifications

Agency Listings: Government Specification DOT/FMVSS 106 Type AllLUSCG/MMT
Agency Listings: Industry Specification SAE J1402

Burst Pressure (bar) 62

Burst Pressure (psi) 900

Cover Material Synthetic rubber cover

Dash Size 8

Family Hose

General Application Tractor To Trailer Lines Axle Chamber Lines And Tractor Service Lines
Hose Base Number 2570

Inside Diameter (in) 0.5

Inside Diameter (mm) 12.7

Max Temperature (F) 212

Min Bend Radius (in) 2

Min Bend Radius (mm) 50.8

Min Temperature (F) -40

Operating Pressure (psi) 225

Outside Diameter (in) 0.88

Outside Diameter (mm) 224

Reinforcement Material

Tube Material

Weight (kg/m)

Weight (Ib/ft)
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Double textile braids
Synthetic rubber tube,
0.34

0.23


https://www.eatonpowersource.com/products/hose-assembly/details/2570-8/?utm_source=PDF&utm_medium=PDF&utm_campaign=PDF%20Product%20Link
https://www.eatonpowersource.com/products/hose-assembly/details/2570-8/?utm_source=PDF&utm_medium=PDF&utm_campaign=PDF%20Product%20Link

